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 M9x0.5mm (For Aspheric Collimator) 

 4x M2x0.4mm Optional Mounting 
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Copper

Nickel-Plated
APS-LDMM-Cu

LASER DIODE MICRO-MODULE
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PART NO:A
MATERIAL:

FINISH:

THIRD ANGLE PROJECTION

THESE DRAWINGS AND SPECIFICATIONS ARE THE EXCLUSIVE PROPERTY AND
PROPRIETARY INFORMATION OF ADVANCED PHOTONIC SCIENCES AND SHALL NOT BE USED

FOR ANY PURPOSE EXCEPT THE MANUFACTURE OF GOODS FOR SAID COMPANY.

UNLESS OTHERWISE SPECIFIED
DIMENSIONS ARE IN INCHES[MILLIMETERS]

TOLERANCES ARE:

SCALE:

REV

SHEET 1 OF 1DO NOT SCALE DRAWING

DRAWN BY:

DATE:

CHECKED:

ENG:

MFG:

MODEL:

PRODUCT:
DESCRIPTION:

2 PLACES   ± .01[0.25]
3 PLACES   ± .005[0.13]
FRACTION  ± 1/32"
ANGULAR  ± 1°
BREAK ALL EDGES .005 - .015[0.13-0.38]
SURF FINISH 63μINCHES[1.6μm]
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